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• Mounts a 1-5/8” pipe track rail to a 
chain link fence post sizes from 1-5/8 
inch to 2-7/8 inch. 

• The typical rolling gate track system  
will require 6 of these track brackets.

• Brackets are galvanized chain link 
fence hardware. 

• Use with Track Wheels (A), a Gate 
Carrier Wheel Set (B) and 
Rolo Gate Latch (C)

A rolling gate will be installed on the back 
vertical support of the fence. The wheels 
run along a track that is installed along the 
inside of the fence.

Set your posts so that it will support your 
track on 8’ or less center and use schedule 
20 (or the preferred schedule 40), 1-5/8” 
OD diameter pipe. Make sure you install 
enough brackets to support as many 8’ 
lengths of track that is required to bring 
your gate fully opened. Measure from end 
of bracket to the other end of bracket
(Example: If the opening is 20’, then make the 
rails 21’ and then space the posts 7’).

Be sure that your track pipe is tight 
between your brackets, so this does not 
create a groove seam for the wheels to 
get stuck. Once you are done, your top 
and bottom pipe track should be the same 
distance apart from one end to the other. 
This is to prevent the track from binding on 
the track wheel.
** We recommend you use “DQ 40” galvanized 
chain link fence top rail pipe with these gate 
track brackets to avoid the bump you may feel 
transitioning over the track brackets while using 
chain link fence tubing or pipe.
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“For God so loved the world, that He gave his only begotten Son,  
that whosoever believeth in Him should not perish, but have everlasting life.” ~ John 3:16

Always Wear Safety Goggles & Gloves   •   Thank You for your order
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